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Solder PC board connecting leads 
through connecting pads on 
secondary PC board 
802 




Attach PC board spacer to 
secondary board 
804 



Connect pre-wired pickup to PC board 

assembly 
810 



Place foil shield over PC board 
assembly to cover preamp circuitry and 
input and ground pads 
812 



Attach output jack mounting PC 
board to PC board connecting leads 

and PC board spacer, thereby 
placing output jack mounting board 
and secondary board in 
predetermined fixed orientation 

806 







Optionally test pn 
PC board 
80 


samp circuitry on I 
assembly I 
'8 



Insert PC board assembly into 
electronics enclosure of preamp housing 

814 



Attach output jack washer and nut to 
fasten output jack in place and secure 
PC board assembly within packaged 

preamp 
816 



End 



Fig. 8 
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Form opening for packaged preamp 
at desired location in side of guitar 

body 

902 

I "T 

Drill hole for pickup body in bridge of 

guitar 
904 

zzzzxzzz 

Insert pickup body from inside of 
guitar body through hole in bridge for 
subsequent insertion in saddle slot 
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Z ZZ I , 

Place packaged preamp within side 
opening in guitar body 

908 

Secure packaged preamp to guitar body 

by mounting screws 
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: i 

Install saddle over pickup inserted in 

saddle slot 
912 
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Install guitar strings 
914 





Fig. 9 



